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 CNC SINGLE HEAD HORIZONTAL DRILLING 

Glass Properties 

Maximum Glass Size  1400 x 2200 mm 

Glass Thickness  3-20 mm 

Drill Diameter  4-60 mm 

Maximum Processing Speed  720 holes/hour 

Maximum Spindle Speed  6000 r/min 

  

Control System 

Axis Controls  Servo Controller 

Motion System  X, Y, Z  Gear Rod and Call Screws 

Adjustable Speed Control   Automatic and Manual  

Adjustable Position Control  Automatic and Manual  

Others  Tool Wear System Control 

  

Mechanical 

Mechanical Positioning  Automatical 

Protection Sensor  Available 

Water Tank  2 Units 

Others  Touch Screen and  To Start with Treadle 

  

Construction  

Width  3500 mm 

Length   3000 mm 

Height  2000 mm 

Weight  3300 kg 

Air Pressure  6-10 psibar 

Voltage  380 V 

Frequency  50 Hz 

Total Power  9 KW 

CODE: CDM-S 



CNC DOUBLE HEAD HORIZONTAL DRILLING 

Glass Properties 

Maximum Glass Size  1400 x 2200 mm 

Glass Thickness  3-20 mm 

Drill Diameter  4-60 mm 

Maximum Processing Speed  720 holes/hour 

Maximum Spindle Speed  6000 r/min 

  

Control System 

Axis Controls  Servo Controller 

Motion System  X, Y, Z  Gear Rod and Call Screws 

Adjustable Speed Control   Automatic and Manual  

Adjustable Position Control  Automatic and Manual  

Others  Tool Wear System Control 

  

Mechanical 

Mechanical Positioning  Automatical 

Protection Sensor  Available 

Water Tank  2 Units 

Others  Touch Screen and  To Start with Treadle 

  

Construction 

Width  3500 mm 

Length   3000 mm 

Height  2000 mm 

Weight  3300 kg 

Air Pressure  6-10 psibar 

Voltage  380 V 

Frequency  50 Hz 

Total Power  10 KW 

CODE: CDM-D 



CNC VERTICAL DRILLING 

Glass Properties 

Maximum Glass Size  2200 x 1400 mm 

Glass Thickness  3-20 mm 

Drill Diameter  4-60 mm 

Maximum Processing Speed  720 holes/hour 

Maximum Spindle Speed  6000 r/min 

  

Control System 

Axis Controls  Servo Controller 

Motion System  X, Y, Z  Gear Rod and Call Screws 

Adjustable Speed Control   Automatic and Manual  

Adjustable Position Control  Automatic and Manual  

Others  Tool Wear System Control 

  

Mechanical 

Mechanical Positioning  Automatical 

Protection Sensor  Available 

Machine Properties  Double 800  Drilling Machine  

Water Tank  1 Unit 

Others  Touch Screen and  To start with Treadle 

  

Construction  

Width  2500 mm 

Length   4000 mm 

Height  3500 mm 

Weight  3300 kg 

Air Pressure  6-10 psibar 

Voltage  380 V 

Frequency  50 Hz 

Total Power  11 KW 

CODE: CVD-1 



PLC DRILLING MACHINE  

Glass Properties 

Minimum Drilling Diameter 4 mm 

Maximum Drilling Diameter 160 mm 

Glass Thickness 3-19 mm 

  

Control System 

Axis Controls Servo Controller 

Others  Fixing Clamp, Docking Piston 

  

Mechanical 

Mechanical Positioning Manual 

Water Tank 1 Unit 

  

Construction  

Width 2000 mm 

Length  1600 mm 

Height 1550 mm 

Weight 350 kg 

Voltage 220 V 

Frequency 50 Hz 

Total Power 5 KW 

CODE: PDM-1 



DOUBLE HEAD DOUBLE DRILLING 

Glass Properties 

Minimum Drilling Diameter  4 mm 

Maximum Drilling Diameter  45 mm 

Minimum Glass Size  250 x 250 mm 

Maximum Glass Size  1000 x 2000 mm 

Glass Thickness  3-19  mm 

  

Mechanical 

Mechanical Positioning  Manual 

Water Tank  1 Unit 

Machine Properties  Double Head Double Drilling 

  

Construction  

Width  2500 mm 

Length   1500 mm 

Height  1600 mm 

Weight  2100 kg 

Voltage  220 V 

Frequency  50 Hz 

Total Power  6 KW 

CODE: OC-16 



Glass Properties 

Minimum Drilling Diameter  4 mm 

Maximum Drilling Diameter  160 mm 

Glass Thickness  3-19 mm 

  

Mechanical 

Mechanical Positioning  Available 

Protecting  Available 

Water Tank  1 Unit 

  

Construction  

Width  2000 mm 

Length   1600 mm 

Height  1550 mm 

Weight  350 kg 

Voltage  220 V  AC 

Frequency  50 HZ  

Total Power  4 KW 

DOUBLE DRILLING MACHINE 

CODE: DM-1 



Glass Machine 

Minimum Drilling Diameter  4 mm 

Maximum Drilling Diameter  60 mm 

Minimum Glass Size  100 x 100 mm 

Maximum Glass Size  1500 x 1500 mm 

Glass Thickness  3-19 mm 

  

Mechanical 

Mechanical Positioning  Available 

Protecting  Available 

Water Tank  1 Unit 

  

Construction 

Width  1600 mm 

Length   1600 mm 

Height  1500 mm 

Weight  300 kg. 

Voltage  220V  AC 

Frequency  50 HZ  

Total Power  4 KW 

SINGLE DRILLING MACHINE 

CODE: SE-23 



CNC EDGING MACHINE 

Glass Properties 

Maximum Glass Size  1400 x 2200 mm 

Glass Thickness  3-20 mm 

  

Control System 

Axis Controls  Servo Controller 

Motion System  X, Y, Z  Gear Rod and Call Screws  

Adjustable Speed Control  Automatic and Manual 

Adjustable Position Control  Automatic and Manual 

  

Mechanical 

Mechanical Positioning  Automatical 

Protection Sensor  Available 

Water Tank  2 Units 

Others  Touch Screen and To Start with Treadle 

  

Construction  

Width  3500 mm 

Length   3000 mm 

Heigth  2000 mm 

Weigth  3300 kg 

Air Pressure  6-10 psibar 

Voltage  380 V 

Frequency  50 Hz 

Total Power  14 KW 

CODE: CE-13  



STRAIGHT LINE GLASS EDGING MACHINE 

Glass Properties 

Minimum Glass Size  100 x 100 mm 

Maximum Glass Size 3210 x 2500 mm 

Glass Thickness 3-19 mm 

Maximum Edging Speed 180 m/hour 

  

Control System 

Touch Screen  Available 

Control System  PLC  

Others  Adjustable Speed Control 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  2 Units 

Machine Properties 6 Head Straight Line Edging 

  

Construction 

Width  6300 mm 

Length   1300 mm 

Heigth  2700 mm 

Weigth  3500 kg 

Air Pressure  6-10 psibar 

Voltage  380 V AC 

Frequency  50 Hz 

Total Power  12 KW 

CODE: DR-6  

http://www.dekamakine.com.tr/en/straight_Line_glass_edging_machine.php


STRAIGHT LINE ROUND EDGING MACHINE 

Glass Properties 

Minimum Glass Size  100 x 100 mm 

Maximum Glass Size 3210 x 2500 mm 

Glass Thickness 3-19 mm 

Maximum Edging Speed 180 m/hour 

  

Control System 

Touch Screen  Available 

Control System  PLC  

Others  Adjustable Speed Control 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  2 Units 

Machine Properties 4 Head Straight Line Round Edging 

Others Fixed with a 10 mm stone 4, 5, 6, 8, 10 mm glass thickness processing 

  

Construction 

Width  6300 mm 

Length   1300 mm 

Heigth  2700 mm 

Weigth  3000 kg 

Air Pressure  6-10 psibar 

Voltage  380 V AC 

Frequency  50 Hz 

Total Power  11 KW 

CODE: RM-4  

http://www.dekamakine.com.tr/en/straight_Line_glass_edging_machine.php


TWIN EDGING STRAIGHT LINE 

Glass Properties 

Minimum Glass Size  230 mm 

Maximum Glass Size  2500 mm 

Glass Thickness  3-16 mm 

  

Control System 

Touch Screen  Available 

Control System  PLC  

Others  Adjustable Speed Control 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  1 Unit 

Makine Özellikleri  6 + 6 Head Straigth Line Edging 

  

Construction 

Width  4000 mm 

Length   2500 mm  

Heigth  2300 mm 

Weigth  2600 kg 

Voltage  380 V 

Frequency  50 Hz 

Total Power  22 KW 

CODE: CT-12 



TWIN EDGING STRAIGHT LİNE ROUND 

Glass Properties 

Minimum Glass Size   230 mm 

Maximum Glass Size  2500 mm 

Glass Thickness  3-16 mm 

  

Control System 

Touch Screen  Available 

Control System  PLC  

Others  Adjustable Speed Control 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  1 Unit 

Machine Properties  4 + 4 Head Straight Line Round Edging 

Others Fixed with a 10 mm stone 4, 5, 6, 8, 10 mm glass thickness processing 

  

Construction 

Width  4000 mm 

Length   2500 mm  

Heigth  2300 mm 

Weigth  2600 kg 

Voltage  380 V 

Frequency  50 Hz 

Total Power  20 KW 

CODE: CT-8 



CIRCLE MANUAL EDGING MACHINE 

Glass Properties 

Minimum Glass Size   200 mm 

Maximum Glass Size  2400 mm 

Glass Thickness  3-16 mm 

  

Mechanical 

Mechanical Positioning  Available 

Protectioning  Available 

Water Tank  1 Unit 

  

Construction 

Width  1200 mm 

Length   1200 mm  

Heigth  1700 mm 

Weigth  675 kg 

Voltage  380V  AC 

Frequency  50HZ  

Total Power  4 KW 

CODE: CME-13 



MANUAL EDGING MACHINE 

Glass Properties 

Minimum Glass Size   100 x 100 mm 

Maximum Glass Size  1500 x 1500 mm 

Glass Thickness  3-19 mm 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  1 Unit 

  

Constrüksiyon  

Width  1500 mm  

Length   1000 mm 

Heigth  1500 mm 

Weigth  300 kg 

Voltage  220V  

Frequency  50HZ  

Total Power  4 KW 

CODE: EM-92  



CNC GROOVING MACHINE 

Glass Properties 

Maximum Glass Size 2300*1500 mm 

Glass Thickness 3-20 mm 

Maximum Spindle Speed 3000 r/min 

  

Control System 

Axis Controls Servo Controller  

Motion Systems X, Y, Z, C 

Adjustable Speed Control Automatic and Manual 

Adjustable Position Control Automatic and Manual 

  

Mechanical 

Mechanical Positioning  Manual 

Pnomatic Protection Available 

Number of Vacuum 1 Unit 

Water Tank 2 Units 

  

Construction 

Width 3500 mm 

Length 3000 mm 

Height 2000 mm 

Weight 4500 kg 

Air Pressure 6-10 psibar 

Voltage 400V 

Frequency 50Hz 

Total Power 16 KW 

CODE: CGM-13 



GROOVING MACHINE 

Cam Özellikleri 

Minimum Glass Size  100 x 100 mm 

Maximum Glass Size  2400 x 3210 mm 

Glass Thickness  3-14 mm 

Maximum Grooving Speed  180 m/hour 

  

Mekanik 

Mechanical Positioning  Manual 

Water Tank  1 Unit 

Others  Adjustable Speed Control 

  

Construction 

Width  1700 mm 

Length  4440 mm 

Height  1650 mm 

Weight  1750 kg. 

Voltage  380V  AC 

Frequency  50HZ  

Total Power  9 KW 

CODE: HE-805 



BEVELLING MACHINE 

Glass Properties 

Minimum Glass Size 50 x 50 mm 

Maksimum Glass Size 3210 x 2500 mm 

Glass Thickness 3-10 mm 

Maximum Bevelling Speed 200 m/hour 

  

Control System 

Touch Screen  Available 

Control System  PLC  

Others  Adjustable Speed Control 

  

Mechanical 

Mechanical Positioning  Available 

Water Tank  2 Units 

  

Konstrüksiyon  

Width  6300 mm 

Lenght  1300 mm 

Heigth  2700 mm 

Weigth  3560 kg 

Air Pressure  6-10 psibar 

Voltage  380 V AC 

Frequency  50 Hz 

Total Power  14 KW 

CODE: BM-7 



SHAPE EDGING MACHINE 

Glass Properties 

Minimum Glass Size  200 mm 

Maximum Glass Size  2400 mm 

Glass Thickness  3-19 mm 

Maximum Bevelling Speed  200 m/hour 

  

Mechanical 

Mechanical Positioning  Available 

Protecting  Available 

Others  Bevelling  and 45 o Edging 

  

Construction 

Width  1200 mm 

Lenght  1200 mm 

Heigth  1700 mm 

Weigth  675 kg 

Voltage  220 V AC 

Frequency  50HZ  

Total Power  4 KW 

CODE: FBR-240 



Ankara Asfaltı 20. km. —  KAYSERI 

                    Tel: +90.352.697 41 67 —  Fax: +90.352. 697 41 47    

                 e-mail: info@esenmakine.com 

www.esenmakine.com 
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